
SAL-Platinum



Premium Standalone Apartment Lock

Specifications Dimensions
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Custom Door Hardware
How it works?

Stainless steel tubular latch* 
(Most popular)

*designed by KAS.

Mortise latch*
(Retrofit into ANSI locksets)

Perfect for apartments with a combination 
of permanent and temporary residences. 
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Mifare Classic 1K card RFID access type: 13.56MHz

Stainless steel door furniture

Automatic locking (5 secs after ingress)
Deadlatch from the front, free-passage from the inside.

Fire rated to Australian Standards
AS-1905.1-2005 / AS-1530.4- 1997 / AS-1530.4-1990.

Mechanical override keys - 2 supplied per lock
Neatly concealed barrel under the front lock face.

2 year warranty on door hardware

Battery powered
3 x AA with low voltage tone (last 12-18 months)

A Management card and User cards are used on the lock RFID 
reader for keyless access. Additional User cards can only be 
programmed by the Management card. No software setup required.  

The SAL-Platinum is an electronic apartment lock used as a standalone product that does not integration with Lock 
Management Software. The property owner programs and manages their own card entry into the lock face at the door.  The 
SAL-Platinum is the simplest form of electronic hotel door lock entry for any accommodation premise Australia wide. 

2 levels - Management and User

1 Management card

Up to 32 cards

DC4.5V, 3 x AA batteries

35mm-51mm

<10u A/<150mA

Mifare Classic 1K S50 13.56MHz

-20~+55degrees

Not available with standalone product

Up to 4 hours �re rating* 

~1 month of use left

Card access levels:

Management Card: 

User Card capacity:

Power supply:

Door thickness:

Static/Dynamic power supply:

RFID card type:

Working temperature:

Unlocking records:

Fire rating:

Low voltage alert:


